
Data Sheet 

Adapter Precision 3.5mm-m·3.5mm-f·Right-angle  | BN 533719 

  SPINNER GmbH | Germany | spinner-group.com   

Data subject to change without notice  | Doc.No. 10090352 | Issue A | SPIClass PUBLIC  
 1 | 1  

T
e

m
p
la

te
 T

D
-0

0
2
6

1
.d

o
tx

 |
 I
s
s
u
e
 E

 

S
P

IN
N

E
R

 G
m

b
H

  
  

  
  

  
  

  
  

  
  
  

  
  

  
T

h
is

 d
o

c
u
m

e
n

t 
is

 p
ro

p
ri

e
ta

ry
 t

o
 u

s
. 

A
ll 

ri
g
h

ts
 r

e
s
e

rv
e

d
. 

A
n

y
 u

s
e

, 
tr

a
n

s
fe

r,
 o

r 
re

p
ro

d
u

c
ti
o

n
 o

f 
th

is
 d

o
c
u

m
e

n
t 

o
r 

th
e

 k
n
o

w
-h

o
w

 c
o
n

ta
in

e
d

 t
h

e
re

in
 r

e
q
u

ir
e

s
 o

u
r 

e
x
p

re
s
s
 c

o
n

s
e

n
t.

 

all dimensions in millimeter  

 

 

   

 

Radio frequency characteristics 

Interface type 3.5 mm plug - socket per IEC 61169-23 

Frequency range DC to 32 GHz 

Characteristic impedance 50 Ω 

Return loss, min. / typ. 

30 dB / 35 dB @ DC to 20 GHz  

25 dB / 30 dB  @ 20 to 30 GHz  

20 dB / 25 dB  @ 30 to 32 GHz  

Insertion loss, max. / typ. 0.15 dB / 0.1 dB 

 

Mechanical characteristics 

Inner conductor material / surface coating CuBe age hardened / gold-plated 

Outer conductor material / surface coating copper alloy / gold-plated 

Dielectric material PS 

Other parts material / surface coating CuBe / gold-plated 

Weight, approx. 8 g 

 

Environmental conditions 

Operation 

Operating environment indoor 

Ambient temperature range -40 to +70°C 

Storage 

Ambient temperature range -40 to +70°C 
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