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UMTS – MULTIPLEXER  UNIT 

 
Basis modul: 

BN 5733EU-5 

 
Consisting of: 

1 pcs. Multiplexer (BN B08566)  
 
Connectors: 

7-16 female (50 Ohms) 
 
Frequency range: 

Port 4  1920.3 - 1930.2 / 2110.3 - 2120.2 MHz (Vodafone)  
Port 5  1940.1 - 1950.0 / 2130.1 - 2140.0 MHz (E-Plus) 
Port 6  1959.9 - 1969.8 / 2149.9 - 2159.8 MHz (O2) 
Port identification according to front-panel inscription. 
 
Insertion loss: 

Port 4  Port 10 ≤ 2.0 dB 
Port 5  Port 10 ≤ 2.0 dB 
Port 6  Port 10 ≤ 2.0 dB 
 
Isolation: 

Port 4  Port 5 ≥ 30 dB 
Port 4  Port 6 ≥ 50 dB 
Port 5  Port 4 ≥ 30 dB 
Port 5  Port 6 ≥ 30 dB 
Port 6  Port 4 ≥ 50 dB 
Port 6  Port 5 ≥ 30 dB 
 
VSWR: ≤ 1.2 

 
Test voltage: 2.2 kV 

 
Power rating: 50 W CW max per input 

 
IM – value: 

3rd  order @ 2 x 20 W ≥ 160 dBc 
 
Degree of protection: IP 20 

 
Temperature range: -5°C - +55°C 

 
Appendix: 

Dimensions 
Measurements for VSWR 
 Insertion loss 
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