
 

 

Data subject to change without notice – 09.09.2011 (D)  

SPINNER GmbH │ Erzgiessereistr. 33 │ 80335 München │ Germany │ www.spinner-group.com │ info@spinner-group.com 

  
  

 
 
 
 
 
 
 

 
 
 
 

 
 

Part number BN 616396 

Connectors  7-16 socket (50 Ohms) 

Frequency range   

Passband 

Stopband  

 

1710 – 1880 MHz  

890 – 960 MHz  

1920 –  2170 MHz 

2300 – 2690 MHz 

Insertion loss   

Passband 

Stopband 

1710 – 1880 MHz 

890 – 960 MHz 

1920 –  2170 MHz 

2300 – 2500 MHz 

2500 – 2690 MHz 

≤ 0.3 dB 

≥ 60 dB 

≥ 30 dB  

≥ 50 dB 

≥ 30 dB 

VSWR                                                           ≤ 1.2 

Power rating 100 W 

IM – value 

3rd order @ 2 x 20 W 
≤ -150 dBc | typical: ≤ -160 dBc 

Special feature DC-by-pass (Port 1 to Port 2) 

Degree of protection IP 65(outdoor) 

Environmental conditions 

ETSI EN 300019-1-1 Class 1.2 

ETSI EN 300019-1-2 Class 2.3 

   ETSI EN 300019-1-4 Class 4.1E 

Weight 1.2 kg 

Wall / Mast mounting to be ordered separately under BN B10574 

Temperature range -40 °C – +65 °C 

Bandpass Filter  

not binding 
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block diagram 
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Dimensions:   
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Measurements: 
 
VSWR:  Insertion  loss: 

 Isolation: 
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Port 1 <-> Port 2
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Start: 600.0000 MHz Stop: 2.8000 GHz
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-73.61 dB
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 960.0000 MHz
-75.81 dB

3 3  S21
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-41.40 dB
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-59.84 dB
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-53.28 dB
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-39.07 dB
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VSWR

S11

Start: 1.6500 GHz Stop: 1.9500 GHz
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1  S11
 1.7100 GHz
 1.13 VSWR
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 1.11 VSWR
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Port 1 to Port 2
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Start: 1.6500 GHz Stop: 1.9500 GHz
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