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CCS UHF Stretchline Combiners

 CCS compact design

 Suitable for analogue and digital TV 

 For 6, 7 and 8 MHz channel bandwidth

Part Number BN 574931 BN 574634 BN 574635 BN 574636 BN 574637

Frequency range 470 - 860 MHz

Channel spacing ≥ 3

Narrowband input 7-16 female 1 5/8" EIA 3 1/8" EIA male 4 1/2" EIA male 4 1/2" EIA

Average input power ≤ 0.8 kW ≤ 7 kW ≤ 17.5 kW ≤ 23 kW ≤ 37 kW

DTV mask filtering No

Insertion loss 
Channel spacing ≥ 3

Typ.  ≤ 0.7dB Typ.  ≤ 0.5 dB

Insertion loss 
Channel spacing ≥ 5

Typ.  ≤ 0.3 dB Typ.  ≤ 0.1 dB

Output 7-16 female 3 1/8" EIA male 4 1/2" EIA 6 1/8" EIA

Peak output voltage ≤ 2 kV ≤ 12.5 kV ≤ 18 kV ≤ 22 kV ≤ 34 kV

Isolation between inputs ≥ 34 dB

VSWR ≤ 1.06

Dimensions (L x W x H) mm 600 x 483 x 90 900 x 390 x 1980 900 x 480 x 1980

Weight ≈ 12 kg ≈ 62 kg ≈ 115 kg ≈ 170 kg ≈ 200 kg

Environmental conditions For limitations see „Environmental Conditions for Broadcast Products“.

3 dB 3 dB

Typical design




